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HPL

• High Performance Linpack is a benchmark for clusters
• Created here at the University of Tennessee
• Solves a dense linear algebra system (highly parallel process)
• Used to determine the Top 500 supercomputers in the world
• Requires ARM optimized BLAS library

– ATLAS looks good on paper, not effective in practice on
ARMv7 due to the compiler’s inability to automatically
vectorize

– OpenBLAS offered a hand tooled ARMv7 VFP
implementation which avoids the compiler issue



HPL Algorithm

• Ax = b solved by LU Decomposition
• Matrix is of order N, divided into submatrices of order NB
• Process grid of P rows by Q columns

Figure 1: HPL Matrix



HPL Parameters

• Matrix Size
– N =

√
105002 × nodes

– Maximize matrix size while still fitting into RAM
• Block Size

– NB = 100
– Interesting performance implications

• Broadcast Algorithm
– Bandwidth Reducing variant (Lng)

• Process Grid P× Q
– Mostly aimed for square grids

• Lookahead Depth
– Used DEPTH = 0
– Enabling caused performance regression



HPL Broadcast



HPL Results

• Rpeak for the cluster is 441.6 GFLOP/s
• Rmax for the cluster is 148.8 GFLOP/s
• Scaling Efficiency at 64 nodes is approximately 37%
• Generally poor scaling as the node count increases due to low

interconnect bandwidth (100 Mbit Ethernet)
• Fastest in the world in June of 1994
• Top 500 in the world in June of 2002



HPL Results
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HPCG

• High Performance Conjugate Gradient
• Complementary to HPL to evaluate performance
• Greater emphasis on memory access speed
• Intends to model more realistic workloads, not peak

performance
• Provides a “lower bound” to go with HPL’s “upper bound”

on performance
• Solves Ax = b with an sparse matrix conjugate gradient

method
• BOB achieved 5.08 GFLOP/s on reference implementation



HPCG Algorithm

Figure 2: HPCG Algorithm Overview



HPCG Results
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SPH

• In multi-particle simulations, interactions can be
approximated with local only interactions.

• By distributing the particles over many nodes, an entire scene
can be calculated with low latency.

• One master node manages the particles, while the remaining
N − 1 nodes perform interaction calculations.



PiBrot

• Given c ∈ C, c can be verified to be in a given Mandelbrot
Set.

• For a given display area, each pixel is treated as a complex
number c.

• Distributing the rows across multiple nodes allows for
parallel Mandelbrot testing.

• PiBrot uses 1 node on the left render and N − 2 nodes on the
right render.



Numeric Integration

Figure 3: f (x) = x from [0, 5]

• Area under curve can be approximated using Riemann Sums
• This application uses right Riemann Sums
• Adapted from Tiny Tiny Numeric Integration program



Numeric Integration: How It Works

1. User inputs function, domain, and # samples
2. MPI gets # available cores
3. Width of each rectangle calculated
4. Domain start and end points calculated for current core
5. Areas are calculated
6. MPI sums and reduces all areas into one variable
7. Error is calculated using scipy.integrate.quad()



Numeric Integration: Example

Figure 4: Parameters defined by user

Figure 5: Output printed to command line



Parallel Pi

• What?
– Approximate the value of pi in parallel.

• Why?
– Demonstrate BOB’s ability to efficiently scale embarrassingly

parallel tasks.
– Discover any remaining issues with mpi4py, Slurm.



Parallel Pi: How It Works

• First approach: Leibniz Formula

π = 4
∞∑

i=0

(−1)i

2i + 1

• Second approach: Bailey-Borwein-Plouffe Formula

π =
∞∑

i=0

1
16i

(
4

8i + 1
− 2

8i + 4
− 1

8i + 5
− 1

8i + 6

)
• BBP written in Python with mpi4py, managed using Slurm

batch script



Parallel Pi: Scaling Results
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Parallel Pi: Scaling Explained

• Amdahl’s Law
S =

1
(1− P) + P/N

• P ≈ 99.871%
• Solving S for 256 processes (64 nodes) gives us S = 192.64
• Therefore, we can expect a speedup of approximately 193 for

256 processes



Monte Carlo

• Monte Carlo simulations utilize random sampling to create
output for analysis

– Example: Rolling a dice 100,000 times
• Driver program that parallelizes multiple runs of user created

executable
– mc batch.py

• Simple, user friendly GUI
– mc gui.py



Monte Carlo Cont’d

• Currently only runs C/C++ and Python executables
• User parameters

Required
1. Input executable file path
2. Output file name
3. Number of runs

Optional
– Maximum run time
– Deadline
– Number of CPUs

• A batch file is created and submitted for SLURM to manage



Monte Carlo Example

Figure 6: Batch file produced with Monte Carlo application



FDS

• Fire Dynamic Simulator is a large-eddy simulation (LES)
code for low-speed flows, with an emphasis on smoke and
heat transport from fires.

• Takes advantage of parallel processing by dividing models up
into a series of meshes

• Each mesh interacts only with the meshes immediately
spatially adjacent to it, monitoring things like air flow and
heat transfer

• It is best if one mesh is assigned to one processor, although it
is possible to assign multiple meshes to a processor



FDS Previous Work
• The work of Donald Collins of The University of Tennessee

served as the basis for our work

Figure 7: Source: ”Dividing and Conquering Meshes within the NIST
Fire Dynamics Simulator (FDS) on Multicore Computing Systems”



FDS Results

Figure 8: Timing results of tests run on BOB in which a room fire was
modeled using a varying number of meshes. It becomes clear that shortly
after 16 meshes the overhead begins to outweigh the performance gains.



DANNA

• Dynamic Adaptive Neural Network Arrays
• Neuromorphic Architecture
• Configurable grid of elements (neurons or synapses) with

varying parameters
• Fast software based simulator available in addition to FPGA

implementation
• Networks are generated by Evolutionary Optimization and

tested with the simulator for fitness
• Generated a pole balancing network in just over 3 minutes

which can survive for 5 minutes of simulation



DANNA

Figure 9: Visualization of DANNA



Danna Pole Balencer



DANNA EO Results

• Compared performance from 1 to 64 nodes
• Not a great benchmark due to random nature of EO
• Uses a Master-Slave work distribution scheme

# Nodes Distribution Algorithm Time (s) Scaling Factor
1 None 5930 1.00
8 Master-Slave 2105.8 2.82

16 Master-Slave 1244.6 4.76
32 Master-Slave 911.8 6.50
64 Master-Slave 897.8 6.61

Table 1: DANNA EO Performance for Pole Balancing



DANNA EO Results

0 10 20 30 40 50 60
0

2,000

4,000

6,000

Number of nodes (4 threads per node)

Ti
m

e
(s

)



Distributed TensorFlow

• Modern deep neural networks: using large datasets and large
amounts of computation to push boundaries of what is
possible in perception and language understanding (Large
Datasets + powerful models)

• Large-scale parallelism using distributed systems is the only
way

• An open source software library for numerical computation
using data flow graphs. Developed in Google Brain Team

• Distributed model? Distributed datasets (data parallelism)?



Distributed TensorFlow

• In graph replication vs. between-graph replication
• Synchronized training vs. asynchronized training (Figure 10)

Figure 10: Synchronized training vs. asynchronized training



Distributed TensorFlow: LeNet

• A convolutional neural network based on LeNet is deployed
on BOB

• Goal: recognize handwritten numbers (MNIST)

Figure 11: LeNet structure



Work Load

Figure 12: 4 nodes vs 16 nodes
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